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RMXY series

PCB CNC Routing Machine
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Highlights ¥

e High-End machine for high accurate routing demand
SMELURE SEERETEK
e \Wear- and maintenance-free Linear motors in XY-axes with 90 m/min
XY Hfo & R iRFA R LEFRNL MDA - BuiEREES 21 90 K
e Linear Z-axis with 25 m/min for high accurate routing applications
ZHEMDNEATIBWAEN A - BoiRES D 255K
e (Clamped full range routing spindle DR130 with 125 krpm and front bearing
HMHES S| ZSeE /KA T DR130 @ FIEANRRI - RefEEDH12 5%
e (CD camera at each station for panel related compensation
5T FiGACE CCD BALER TR AR ALMETE K
e Latest RGB ring light technology for significantly increased illumination
ECHTHY RGB YRR - BEBEN BERT
e  Maximum panelsize 6 stations 556 x 650 mm / 21.9 x 25.6"
WA R AR NHIEY 556 x 650 22K / 21.9 x 25.6 TN
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Specifications #R1& RMXY series

RMXY 2-125 15,000 - 125,000 rpm XY 90 m/min 2 stations (L {El%) 654 x 650 mm / 25.7 x 25.6" (option)

RMXY 5-125 15,000 - 125,000 rpm XY 90 m/min 5 stations ((_{Ei4) 654 x 650 mm / 25.7 x 25.6" (option)

RMXY 6-125 15,000 - 125,000 rpm XY 90 m/min 6 stations (L fElk) 556 x 650 mm / 21.9 x 25.6"

Machine concept Granite foundation - Three axes machine with individual X-, Y- and Z-axes drive per station [5
ezt TEREEE - §—TFIEX Y Z ZHM7E %:
XY-axis drive concept Wear- and maintenance free linear motors/individual table and drill head per station - 90 m/min g
XY 3HIXZN LMD (BERNRRT) - SLIFILAS REHMIRIIZS - 90 K/B 0t L:-%
Z-axis drive Wear- and maintenance free linear motor - 25 m/min H%
Z HhXzh LMD (BERMRRT) - 25 K/878 Ni
Spindle AC air bearing spindle DR130 with 15 - 125 krpm, non-bonded collet, routing up to 2.4 mm %
TH AC Z=ESHZEEH DR130 - F3EBE 15 - 125 krpm » IFIAKSL - HETVEEREAK 2.4 2K I3
Spindle (option) DC ball bearing spindle MCT80R: 5 - 50 krpm, non-bonded collet =
4 () DCAZREATH MCTBOR « #3#5E 5 - 50 krpm + Tzt &
Tooling system Screw holes options: prism slot; vacuum table, pin-up table

RIRZLT EBARIRIRZZ A, LG : kkEs - REZESM| - PIN-UP /K&

Automatic tool change 1x 110 tool cassette, option: JTC 6 x 50 tools

B J) %45 1x 110 WMR=C )& - #%Efe : HU# 7] 6 x50 1R

Standard features Easy-clean pressure foot, graphic display, CBD function, hand exhaust

PrERD REXENM - EFEFER - CBD 8L - FHELER

CCD camera Outer layer registration for compensation of offset, shrink/stretch, rotation error; RGB ring light

CCD 84/ SNEEE SN ULORTTAIRS - BE KIS ; RGB JEIR

Options 2nd measurement system, combi pressure foot for drilling & routing, spray unit, touch probe

I FNFRAG - t)ESAENM - BURSEIT - FARTURE

Routing accuracy (depth) +15 pm; depth routing with CBD (Schmoll Maschinen accuracy test)

RERIEIEE =15 K ; CBD FREEHIAE (Schmoll $EEMIHF=M4)

Installation data Z#1F

Machine weight (net/gross) RMXY 2:5,900 kg / 6,600 kg; RMXY 5:10,950 kg / 12,250 kg; RMXY 6: 12,250 kg / 13,550 kg

REEE (B/F) RMXY 2 : 5,900 / 6,600 AfT ; RMXY 5 : 10,950 /12,250 AT ; RMXY 6 : 12,250 / 13,550 ‘AT
Floor loading 2,000 kg/sgm. No special floor foundation is required!
AR A EE K 2,000 AT / FFK - TRIRIREEEK |
Machine dimensions RMXY 2: 2,250 x 1,670 x 1,775 mm / 88.6 x 65.7 x 74.8"
LxWxH RMXY 5, 6: 4,050 x 1,920 x 1,775 mm/159.4 x 75.6 x 69.8";
HEIR ~ RMXY 2 : 2,250 x 1,670 x 1,775 27K / 88.6 x 65.7 x 74.8 ZEIY
ExBEx5 RMXY 5,6 : 4,050 x 1,920 x 1,775 2K /159.4 x 75.6 x 69.8 T2y
Electric specification 380/400V = 5 % (machine input power), 50/60 Hz, 3 phase,
RMXY 2: AVG 4-6 kVA max. 11.5 kVA; RMXY 5, 6: AVG 6-8 kVA max. 23 kVA,
BHER 380/400 VAC = 5 % (Hl.& AEM), 50/60Hz, 3

RMXY 2 : 15 4-6 kVA - &K 11.5 kVA, RMXY 5, 6 : ¥15 6-8 kVA + &K 23 kVA
Pneumatic specification Consumption l/min (average/max, RMXY 6) DR130: 390/475, MCT80R: 180/365; pressure 7-7.5 bar

EEE=SEK SHFEE |/min (F18/8& K, RMXY 6) DR130: 390/475 - MCT80R: 180/365 ; £ 7-7.5 bar
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